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Internationale Patentanmeldung PCT/DE03/03643 
Anmelder: Koenig & Bauer Aktiengesellschaft et al. 



Auf die MITTEILUNG UBER DIE OBERMITTLUNG DES 
INTERNATIONALEN RECHERCHENBERICHTS ODER DER 
ERKLARUNG (Artikel 44.1 PCT) vom 01.07.2004 



Es wird ein nach Art. 19 PCT geanderter Anspruch 10 (Austauschseite 14, 
Fassung 2004.08.02) eingereicht. 

Der neue Anspruch 10 wird aus dem ursprunglichen Anspruch 10 und aus 
auf Seite 10, Absatz 2 der Beschreibung offenbarten Merkmalen gebildet. 

Die ursprQnglichen AnsprOche 1 bis 9 und 1 1 bis 25 bleiben unverandert. 



uer Aktiengesellsch 

U 

LA. Jeschonneck 



'Anlagen: 

AnsprUche, Austauschseite 14, Fassung 2004.08.02, 3fach 
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Druckmaschine (01) nach Anspruch 5, dadurch gekennzeichnet, dass die 
Dmckformwechselvorrichtung (26; 27) an dem bewegbaren Teil (08; 09) der 
Druckmaschine (01) angebracht ist. 

Druckmaschine (01) nach Anspruch 5, dadurch gekennzeichnet, dass ein den 
bewegbaren Teil (08; 09) der Druckmaschine (01) zusammen mit der 
Druckformwechselvorrichtung (26; 27) antreibender Antrieb vorgesehen ist. 

Druckmaschine (01) nach Anspruch 5, dadurch gekennzeichnet, dass zwischen 
dem bewegbaren Teil (08; 09) der Druckmaschine (01) und der mit ihm 
zusammenwirkenden Druckformwechselvorrichtung (26; 27) eine ihre Bewegungen 
koppelnde Zwangsfuhrung vorgesehen ist 

Druckmaschine (01) nach Anspruch 8, dadurch gekennzeichnet, dass die 
Zwangsfuhrung aus mindestens einer Schubstange (28; 29) besteht, wobei die 
Schubstange (28; 29) in einem Spalt von zwei zur Druckmaschine (01) 
feststehenden, paarweise angeordneten Rollen (36; 37; 38; 39) gefuhrt ist 

Druckmaschine (01) mit mindestens einem Formzylinder (06; 07), wobei ein 
Farbwerk (11; 12) und eine Druckformwechselvorrichtung (26; 27) bewegbar und im 
Wechsel an den Formzylinder (06; 07) angestellt oder von diesem abgestellt sind, 
wobei der Formzylinder (06; 07) in einem stationaren Teil (02) der Druckmaschine 
(01) und das Farbwerk (11; 12) in einem bewegbaren Teil (08; 09) der 
Druckmaschine (01) angeordnet ist, wobei der bewegbare Teil (08; 09) der 
Druckmaschine (01) und die Druckformwechselvorrichtung (26; 27) jeweils einen 
Antrieb aufweisen, dadurch gekennzeichnet, dass fur die Antriebe eine gemeinsame 
Steuerung vorgesehen ist, wobei die Steuerung die Bewegung der 
Druckformwechselvorrichtung (26; 27) in Abhangigkeit von der Bewegung des 
bewegbaren Teils (08; 09) steuert, sodass die Steuerung den bewegbaren Teil 
(08; 09) und die Druckformwechselvorrichtung (26; 27) zu einer nacheinander oder 
gleichzeitig ausgefOhrten, aufeinander abgestimmten 



Translation of the pertinent portions of a response by KB A, 
dtd. 08/02/2004 

Responsive to the NOTIFICATION REGARDING THE FORWARDING OF 
THE INTERNATIONAL SEARCH REPORT OR THE DECLARATION (Article 
44.1 PCT) of 07/01/2004 

Claim 10, amended in accordance with Art. 19 PCT is 
being filed (replacement page 14 , version of 08/02/2004) . 

New claim 10 was formed from original claim 10 and from 
characteristics disclosed on page 10, paragraph 2, of the 
specification. 

Originally filed claims 1 to 9 and 11 to 25 remain 
unchanged. 

Enclosures : 

Claims, replacement page 14, version of 08/02/2004, in 
triplicate 



08/04/2004 

6. The printing press (01) in accordance with claim 5, 
characterized in that the printing forme changing device (26, 
27) is attached to the movable element (08, 09) of the 
printing press (01) . 

7. The printing press (01) in accordance with claim 5, 
characterized in that a drive mechanism is provided, which 
drives the movable element (08, 09) of the printing press 
(01) together with the printing forme changing device (26, 
27) . 

8. The printing press (01) in accordance with claim 5, 
characterized in that a forced guidance device is provided 
between the movable element (08, 09) of the printing press 
(01) and the printing forme changing device (26, 27), which 
couples their movements. 

9. The printing press (01) in accordance with claim 8, 
characterized in that the forced guidance device consists of 
at least one push rod (28,. 29), wherein the push rod (28, 29) 
is guided in a gap between two rollers (36, 37, 38, 39), 
which are arranged fixed in relation to the printing press 
(01) and in pairs. 

10. A printing press (01) with at least one forme 
cylinder (06, 07), wherein an inking unit (11, 12) and a 
printing forme changing device (26, 27) are movable and are 
alternatingly placed against the forme cylinder (06, 07) or 
moved away from it, wherein the forme cylinder (06, 07) is 
arranged in a stationary element (02) of the printing press 
(01) and the inking unit (11, 12) in a movable element (08, 
09) of the printing press (01) , wherein the movable element 
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(08, 09) of the printing press (01) and the printing forme 
changing device (26, 27) each have a drive mechanism, 
characterized in that a common control device is provided for 
the drive mechanisms, wherein the control device controls the 
movement of the printing forme changing device (26, 27) as a 
function of the movement of the movable element (08, 09), so 
that the control device causes the movable element (08, 09) 
and the printing forme changing device (26, 27) to perform a 
movement one after the other or simultaneously, which are 
matched to each other. 



